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• Only 0.33mm thick

• OTR  -40C to +125C Available

36.00 to 39.99 MHz Fundamental 150 Ω
40.00 to 47.99 MHz Fundamental 80 Ω
48.00 to 80.00 MHz Fundamental 60 Ω

Frequency Range Mode ESR Reflow Solder Condition (260OC)

1.6mm x 1.2mm  Low Profile AT-Cut Crystal 
Frequency Range 36.0MHz - 80.0MHz
Quartz Crystal Resonators

Marking

1.60 ±0.1

1.
2 

±0
.1

0.33Max

   
 0

.4
 ±

0.
1

#4                               #3

#1

#4#3

#2

Recommended Solder Pattern

#1

(0
.3

)
   

 0
.4

 ±
0.

1

#2
0.5 ±0.1 (0.5) 0.5 ±0.1

Internal connection
<Top View>

#4 #3

#1 #2

#2 is connected to the metal lid
(Please connect to ground)

#4 NC

Dimensions
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X07L-1612 - 24.000 - 100 - B R2 - 100 - G T1

Drive Level (µW)
100 Max

Load Capacity
ie 090 9.0pF

ESR (Ω)
ie 24.00 to 32.00 MHz 100

OTR
0C

Operating Stability over Temperature
±10PPM ±15PPM ±20PPM ±30PPM ±50PPM

-20 to +70 P1 P2 P3 P4 P5
-30 to +85 Q1 Q2 Q3 Q4 Q5
-40 to +85 - R2 R3 R4 R5
-40 to +105 - - - S4 S5
-40 to +125 - - - - T5

Storage Temp. (0C)
-40 to +85 G
-40 to +105 H
-55 to +125 J
Other XX

Frequency Range 
(MHz)

24.00 to 80.00

Frequency 
Tolerance 
(PPM)
±7 A
±10 B
±15 C
±20 D
±30 E
±50 F
Other N

Reel Qty
3000pcs/Reel T3
1000pcs/Reel T1
Other Option XX

Base Code


